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~ 200 g.

G Easy connection (2x M8 5pin connector) Not yet available

H Easy connection (M12  12pin cable connector)

220 Nl/min. (Control tension  XX  KK )X

Manifold  with HNBR flapsJ

Manifold  with  NBR flapsD

D

VERSION

HIGH FREQUENCY (up to 800 Hz.) H1

H2 HIGH FREQUENCY (up to 2000 Hz.) 

(*) For the General characteristics refer to the
     proper technical specification

*
*

HIGH FREQUENCY (up to 800 Hz.) H1

H1 / H2 onlyE 2 - 3 bar

ALL (except H1/H2)
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H1

ACCESSORIES

Reference Quantity Description

H11 1 Push-in fitting for D.12 tube

H1Note: Inch size available
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9

~ 260 g.

G Easy connection (2x M8 5pin connector) Not yet available

H Easy connection (M12  12pin cable connector)

HNBR flaps

Body Ported

VERSION

HIGH FREQUENCY (up to 800 Hz.) H1

H2 HIGH FREQUENCY (up to 2000 Hz.) 

(*) For the General characteristics refer to the
     proper technical specification

*
*

HIGH FREQUENCY (up to 800 Hz.) H1

H1 / H2 onlyE 2 - 3 bar

ALL (except H1/H2)

1620 Nl/min. (Control tension  XX  KK  and 
electrical control   3   9  )

O

1260 Nl/min. (Control tension  XX  KK )N

900 Nl/min. M

1

1 Outlet1

2.9-26.1 W

1.3 - 12.1 W

0.8 - 7.6 W

H

N.1  NCN.1  NC
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H12 1 Push-in fitting for D.8  tube

H1

ACCESSORIES

Reference Quantity Description

H11 1 Push-in fitting for D.12 tube

H1Note: Inch size available
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9

~ 260 g.

G Easy connection (2x M8 5pin connector) Not yet available

H Easy connection (M12  12pin cable connector)

HNBR flaps

Body Ported

VERSION

HIGH FREQUENCY (up to 800 Hz.) H1

H2 HIGH FREQUENCY (up to 2000 Hz.) 

(*) For the General characteristics refer to the
     proper technical specification

*
*

HIGH FREQUENCY (up to 800 Hz.) H1

H1 / H2 onlyE 2 - 3 bar

ALL (except H1/H2)

520 Nl/min. (Control tension  XX  KK  )O

420 Nl/min. (Control tension  XX  KK )N

300 Nl/min. M

3

3 Outlet3

2.9 - 8.7 W

1.3 - 4.0 W

0.8 - 2.5 W

H

N.3  NCN.3  NC
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H12 1 Push-in fitting for D.6  tube

H1

ACCESSORIES

Reference Quantity Description

H11 1 Push-in fitting for D.12 tube

H1Note: Inch size available
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9

~ 260 g.

G Easy connection (2x M8 5pin connector) Not yet available

H Easy connection (M12  12pin cable connector)

220 Nl/min. (Control tension  XX  KK )X

Manifold  with HNBR flapsJ

Manifold  with  NBR flapsD

D

VERSION

HIGH FREQUENCY (up to 800 Hz.) H1

H2 HIGH FREQUENCY (up to 2000 Hz.) 

(*) For the General characteristics refer to the
     proper technical specification

*
*

HIGH FREQUENCY (up to 800 Hz.) H1

H1 / H2 onlyE 2 - 3 bar

ALL (except H1/H2)

9

9
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H12 1 Push-in fitting for D.4  tube

H1

ACCESSORIES

Reference Quantity Description

H11 1 Push-in fitting for D.12 tube

H1Note: Inch size available
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